WHIP INDUSTRIES, INC.

WS15
15,000 LBS CAPACITY

INSTALLATION INSTRUCTIONS & MANUAL

TWO POST ABOVE GROUND OVERHEAD LIFT

WHIP INDUSTRIES, INC
7711 WYATT DR.
FORT WORTH, TEXAS 76108
(817) 246-1088 FAX (817) 246-2898
E-MAIL: WhipInd@SWBell.net



LIFT SPECIFICATIONS FOR THE
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SPECIFICATIONS wWS15
REACH (REAR ARM MAX.) 62
MIN. PAD HEIGHT 4 3/4°
FIRST EXT. PAD HEIGHT 6 1/2°
SECOND EXT. PAD HEIGHT 8 1/2°
THIRD EXT. PAD HEIGHT 10 1/2*
LIFT WIDTH 12’9 3/4*
LIFT CAPACITY 15,000 LBS.
MOTOR 2 HP
VOLTAGE, SINGLE PHASE 208V-230V
SPEED OF RISE 70 SEC. 1
CEILING HEIGHT REQUIRED 14'-8"
MAX. LOAD PER ARM 3,750 LBS.
1ST. LOCKING HEIGHT 16 1/2*
LAST LOCKING HEIGHT 72 1/2° 13'-6
LOCKING INCREAMENTS 4 0
BAY DIMENSIONS 146"
BAY WIDTH 6* PER SIDE |
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